ADHESIVE TYPES

O
ZINC OXIDE TAPES

Leukoplast® Elastic
Leukoplast®
Leukoplast® Waterproof
Leukoplast® Sleek

e Aggressive adhesion

e Zinc oxide tapes have good immediate strength
and high permanent adhesive power at skin
temperature

e Zinc oxide adhesives are manufactured by
adding a by-product of latex with natural resins
to a zinc oxide base material

e The latex by-product provides elasticity and
prevents excessive adhesive residue on the skin
when the tape is removed

e The resins provide the adhesive properties

e The result is an aggressive adhesive that is well
tolerated by normal skin

® POLYACRYLATE TAPES

Fixomull® Stretch

Hypafix®

Leukosilk®

Leukopor®

Leukoflex®

Leukofix®

Leukoplast® Sleek Latex Free

e | ow allergy

e Polyacrylate tapes have good immediate
bonding strength when pressed firmly in place,
and have excellent permanent adhesive power

e Unique mixtures of synthetic resins and backing
materials provide a variety of low allergy tapes
which range from permeable to waterproof,
rigid to elastic

e The synthetic resins resist the impact of heat,
ultra-violet light and other environmental factors

Leulkoplast’

ANTIMICROBIAL SPOOLS

The world’s first spools and snap rings that actively fight against germs! Their innovative combination of
materials with antimicrobial properties combats pathogens such as MRSA on the spools, and prevents
them from spreading.

ANTIMICROBIAL SPOOLS Look for
AND SNAP RINGS this symbol

MORE THAN 99.9%
MRSA REDUCTION
WITHIN 6 HOURS!™

!

DURABLE
ANTIMICROBIAL
PROTECTION

ACTIVE ANTIMICROBIAL PROPERTIES THROUGH A REDUCTION
IN PH LEVELS:

The antimicrobial component incorporated into the An acidic environment is formed, in which pathogenic
spool material reacts with the atmospheric moisture germs are destroyed.
on the surface.
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TAPE
SOLUTIONS

RELIABLE FIXATION ON EVERY

THERAPIES. HAND IN HAND.

TYPE OF SKIN, IN EVERY SITUATION

NEW

Antimicrobial
Spool Material

More than 99.9%
MRSA reduction
within 6 hours!
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SURGICAL TAPES FOR ALL INDICATIONS

Product

Surgical tapes are a tried and trusted
modality for the management of wide
range of medical conditions including
soft tissue injuries, wound healing,
and the fixation of medical devices.
However, the selection of the correct
tape for the intended use has often
been a daunting task for a clinician
when faced with the myriad of
different options at their disposal.

Product

BSN medical, as one of the world’s
leading suppliers of tapes and
bandages recognises this challenge
and has developed the following
resource guide to assist in the
selection of the most appropriate
option, taking into account the
requirements of both patient and
clinician.

Substrate
Adhesive
Latex Free
Hand Tearable
Waterproof

Breathable

FACTORS TO CONSIDER
WHEN SELECTING A
TAPE INCLUDE:

Product

Substrate
e Breathability / waterproof

Conformability

Antimicrobial Spool

e Tearability Features

e Colour / transparency
e Conformability

Adhesive

e Zinc oxide vs. polyacrylate [latex freg]

Indication

Type of device / dressing SR

e Skin condition / sensitivity Information
e Environment

e Patient activities of daily living [ADLS]

T Antimicrobial Spools

Leukofix®

Water repellent, porous,
invisible tape

Perforated polyethylene
Polyacrylate
Yes
Yes - both directions
No
Yes
Good

Yes t

e Transparent perforated
substrate is air and water
vapour permeable

e | ow allergy polyacrylate
adhesive is well tolerated by
the skin and exhibits good
initial and permanent adhesion

e Conforms well to body
contours

© Removes painlessly and
without leaving residue

e Easily tears both length and
width ways

Size Code
1.25¢cm x 5m 02121-00 *
2.5cm x 5m 02122-00 *

5cm x 5m 02124-00 *
1.25cm x 9.2m 02136-00
2.5cm x 9.2m 02137-00

5cm x 9.2m 02138-00

Leukoflex®
Waterproof

Polyethylene

Polyacrylate
Yes
No
Yes
No
Excellent

Yes

e Transparent polyethylene
substrate is waterproof and
conformable

| ow allergy polyacrylate
adhesive is well tolerated by
the skin and exhibits good
initial and permanent adhesion

¢ Conforms well to body contours

* Removes painlessly and
without leaving residue

e |deal when an impermeable
barrier is required

Size Code
1.25¢cm x 5m 01121-00
2.5cm x 5m 01122-00 *

5cm x 5m 01124-00 *
1.25¢cm x 5m 01131-00 *
2.5cm x 5m 01132-00 *

5cm x 5m 01134-00

Leukoplast® Sleek

Waterproof surgical tape

PVC

Zinc oxide
No
No
Yes
No
Good

No

e PVC substrate is waterproof
and resistant to water, oil and
grease

e Low profile tan colour

e The zinc oxide adhesive
ensures secure fixation in
difficult conditions

e Highly conformable ensuring
easy application to varying
limb contours

Size Code
2.5cm x 5m 72379-02
5cm x 5m 72379-03
7.5cm x 5m 72379-04

Leukoplast® Sleek LF

Latex free waterproof
surgical tape
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Polyacrylate
Yes
No
Yes
No
Good
Yes 't

e | atex free adhesive

o PVC substrate is waterproof
and resistant to water, oil and
grease

e L ow profile tan colour

e Highly conformable ensuring
easy application to varying
limb contours

Size Code
2.5cm x 5m 72359-02 *
5¢m x 5m 72359-03
7.5cm x 5m 72359-04 *

Leukopor®

Low allergy paper tape

" TN

Non woven viscose

Polyacrylate
Yes
Yes
No
Yes
Good

Yes t

e |deal for fixation on patients
with sensitive fragile skin

e | ow allergy polyacrylate
adhesive is well tolerated by
patients and has high initial
and permanent adhesion

e Easy to tear by hand

e Water-repellent substrate is air
and water vapour permeable

* Removes painlessly without
leaving residue

Size Code
1.25¢cm x 5m 02471-00 1
2.5cm x 5m 02472-00 1
5cm x 5m 02474-00 1
1.25cm x 9.2m 02453-00
2.5cm x 9.2m 02454-00
5¢m x 9.2m 02455-00
7.5cm x 9.2m 02456-00

Leukosilk®

Low allergy silk tape

Leukoplast® Elastic

Elastic, tan, zinc oxide tape

Leukoplast®

Rigid, tan, zinc oxide tape

Leukoplast® Waterproof

Waterproof, rigid,
white zinc oxide tape

Fixomull® Stretch

Low allergy, porous,
non-woven tape

Hypafix®

Conformable retention tape

Woven acetate

Polyacrylate

Yes

Yes

No

Yes

Low

Yes

e White low allergy cloth tape

e Exceptionally strong yet gentle

on the skin

o Water repellent

e Easy to tear by hand

* Removes painlessly and
without leaving residue

e Easy to write

Size

1.25¢cm x 5m
2.5cm x 5m
5cm x 5m
1.25cm x 9.2m
2.5cm x 9.2m
5cm x 9.2m

on

Code

01021-00
01022-00
01024-00
09566-00 *
09567-00 *
09569-00 *

Woven cotton
Zinc oxide
No
No
No
Yes
Excellent

Yes t

e Extensible cotton substrate
conforms well to body contours

e Aggressive zinc oxide adhesive
ensures it stays in place

e | ow profile tan colour

Size Code
2.5cmx 1m 01061-00
5cmx 1m 01062-00
2.5cm x 2.5m 01071-00t
5cm x 2.5m 01072-00 f
7.5cm x 2.5m 01073-00

Woven rayon
Zinc oxide
No
No
No
Yes
Low

Yes

e Zinc oxide adhesive provides

very high initial and permanent

adhesion

e Adheres strongly and reliably
even under heavy strain

e High tensile strength low
stretch substrate

e Air and water vapour
permeable

o Water-repellent

e |deal for very secure fixation
and joint immobilisation

Size Code
1.25cm x 5m 01521-00 *
2.5cm x 5m 01522-00 *
5¢m x 5m 01524-00 *
7.5cm x 5m 47725-00 *
1.25cm x 9.2m 01691-01
2.5cm x 9.2m 01692-01
3.8cm x 9.2m 01690-00
5cm x 9.2m 01693-01

Woven viscose
Zinc oxide
No
No
Yes
No
Low

Yes t

e White waterproof substrate
provides an effective barrier to
keep out dirt and contaminants

e The aggressive zinc oxide
adhesive provides very secure
fixation

e Can be easily written on

e |deal for use in situations
where water may be present

Size Code
1.25cm x 5m 02321-00 *
2.5cm x 5m 02322-00 *
5cm x 5m 02324-00 1

Non woven polyester
Polyacrylate
Yes
No
No
Yes
Excellent

N/A

e | ateral stretch provides good
conformability

e Polyacrylate adhesive provides
secure fixation across a wide
range of applications

* Non woven perforated
substrate is breathable and
durable

Size Code
15cm x 2m 02033-01
5cm x 10m 02036-00
10cm x 10m 02037-00
15¢cm x 10m 02038-00
20cm x 10m 02039-00
30cm x 10m 02040-00

Non woven polyester
Polyacrylate
Yes
No
No
Yes

Excellent

N/A

e Conformable non woven
substrate is easily applied to
varying limb contours

e Gentle secure adhesive
ensures excellent dressing
retention

e Porous construction helps
minimise maceration

Size Code
2.5cm x 10m 71443-00
5¢cm x 10m 71443-01
10cm x 10m 71443-02
15cm x 10m 71443-03
20cm x 10m 71443-04
30cm x 10m 71443-05
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