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       MSL SERIES 1 & 3 CEILING MOUNT PLATE & COTTON REELS

Recommended Fixing 
Use 6 x M8 or M10 bolts / screws. 

Note: 
Cable entry via 30mm dia hole or in any
position outside the ceiling plate, which 
will be covered by the canopy as shown.
Important: Install minimum distance from 

the wall to centre of mount is 800mm.

ALSO AVAILABLE AS A FIXED LENGTH 
COTTEN REEL. Please contact MSL for 
further details.

Use 6 off M10 bolts/loxins (by installer)
to secure upper plate to structural ceiling/slab

200 x 180 x 6 mounting plate
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Ceiling Mount and 
Cover supplied with 
fitting by MSL

Back face of Ceiling 
mount should be flush 
with under side of ceiling

30mm adjustment Up/
Down to accomodate for 
small variations in ceiling 
cavity

Holes provided in plate for support 
wires/rods (by installer) if required

75 x 75 RHS 

MSL Cotton Reel Extensions:

MSL Ceiling mount plate details

For use when the total "floor to 
false ceiling" and "false ceiling"
to fixing distance exceeds 
3600mm.

Example:
floor to false ceiling = 2700mm 
and false ceiling to fixing exceeds 
900mm. 

On site contractor can install a 
suitable subframe to meet the 
above requirement and then a 
standard ceiling mount can be 
supplied. MSL Cotton Reels are 
offered as an option only
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