
Hyfrecator 2000 

In-Service Checklist 

Mounting 

Console can either be mounted to the wall (wall-mounting kit included 
with unit) or placed on a mobile stand.  If using a mobile stand, simply 
attach two screws and bushings in the back of the console.  Mobile stand 
is also recommended if the wall is too far away from the surgical bed for 
the handpiece to reach it. 

Power Display 

LED screen can be seen from anywhere in the room.  The screen reads 
the power in Watts.  The last power setting used in each mode (Low, 
High, Bipolar) will be automatically recalled for the next use. 

Speed Dial 
Speed dial with tactile feel for use in adjusting power with bipolar 
forceps or foot-switching handpiece.   

Patient Plate 

A majority of Hyfrecator users do not use a patient plate.  The Hyfrecator 
is a ground referenced ESU, not an isolated ESU like those you see in the 
OR that require a neutral electrode.  (internal: The patient plate does 
provide a more direct return path for the current, so if the physician or 
patient has experienced monoterminal shock in the past, they may 
consider using the patient plate.) 

Low Mode 

Low mode emits a lower voltage current for light desiccation and 
fulguration procedures requiring low intensity and increased precision.  
Power range from 0-20 Watts, with 0.1 Watt increments under 10 
Watts. 

High Mode 

High mode emits a higher voltage current for heavy desiccation and 
fulguration procedures requiring high intensity.  Power range is from 0-
35 Watts, with 1 Watt increments. 

Bipolar Mode 

Bipolar mode enables the use of bipolar forceps, which are designed to 
grasp, manipulate and coagulate selected tissue.  Bipolar forceps keep 
the electric current between the two tips, resulting in a superficial, 
controlled, therapeutic effect.  Most often used in work around the eyes 
or on small appendages. 

Handpiece 

Hand-switching pencil comes with the Hyfrecator console. This 
handpiece allows the user to increase/decrease power and activate from 
the surgical field.  This is a reusable handpiece, please reference IFU for 
cleaning and autoclave instructions.  Foot-control pencil available. 

Electrodes 

Disposable Electrolase electrodes come in both sharp and blunt 
configurations, and in either sterile or non-sterile form.  Sharp 
electrodes for pinpoint coagulation and blunt for broader 
coagulation/desiccation.  Most procedures can be performed with just 
these two electrodes. 

Sheaths 

Use of handpiece sheaths promotes pencil longevity, speeds changeover 
from patient to patient, and prevents pencil exposure to contaminants.  
Available in both sterile and non-sterile.  

 


